
PROSPEC SPECIALTIES INC. 3601 HIGHWAY 7,

SUITE 400, MARKHAM ON L3R 0M3 CANADA

Note: Verify that the structural gap is in conformance with submittal data before beginning installation. 
If this is a Fire Rated Assembly, install the fire barrier before the Architectural Joint System. Refer to the 
fire barrier instructions for specific system installation.  

Installation Instructions Prospec Joint Systems
HK Series

Figure 2

Figure 1
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3. Wall  to  wall  condition,  place the aluminumretainer   on  one  side  of  the  structural  gap substrate as a template, ensure the angled legof the retainer flushing against the joint surfaceand mark holes on the substrate. Remove the retainer and drill the marked holes. 
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2. Cut   the   aluminum   components   to   the required length.
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1. Intall the expansion joint system  on a level surface.   This   may  require  adding   levelingcompound on top of the substrate to provide a   smooth mounting surface.
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5. Place the aluminum retainer to the structuralgap  opening  over the drilled hole locations onthe  substrate,  align  and  level.  Secure  withthe  sheet  metal self drilling  screws at appro-ximately 18"  on  center  starting 6" from eachend.  
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Fig. 1 (Straight application)
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Fig. 2 (Corner Application)
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Sheet Metal Self DrillingScrew (7 per frame)
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ExtrudedElastomericSeal
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Continuous AluminumVariable Cover Plate
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Drywall(by others)
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Continuous AluminumRetainer
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4. Wall corner  condition, to level properly, cutand  assemble  a  max.  of  6"  section  of  the system with elastomeric seal. Position the 6" assembly section over the jointopening so  the  corner plate is level with bothwall faces.  Mark  the substrate  at the outsideedge  of the  retainer.  Repeat the process andconnect all markings as reference line.   Position  the  aluminum  corner retainer withinthe   reference   line  and  mark  holes  on  the substrate. Remove the retainer and drill the marked holes. 
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Fig. 3
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Fig. 4
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(Straight Installation Completed)
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(Corner Installation Completed)
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ExtrudedElastomericSeal
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Continuous AluminumRetainer Plate
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Figure 3
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6. Cut the elastomeric seal to the same lengthas the  cover plate. Insert  and  slide  into  the channel  located  on  the  backside edge of thecover plate.  
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Continuous aluminumVariable Cover Plate
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7. Position  the  cover plate into the correspon-ding slot  of  the  retainer.  Firmly press centerof  the  cover  plate  to rotate towards againstthe wall/ceiling  surface for proper tight fit intothe  retainer  with  applying  uniform  pressureuntil the elastomeric seal is seated to the wall/ceiling  surface  and the cover plate is properlylevel.
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Figure 4
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8. Clean the exposed surface with a non-solventcleaner as required.
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